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 ������������������ kHz – 49.995 MHz 

 1 Hz 

 
AM, AMS, LSB, USB, DSB, ISB, CW, FMN, FSK,  

UDM DRM  

 90 dB  

IP3  +31 dBm 

 0~21 dB  3 dB 

SFDR  

107 dB 

 

 14 dB  

 

MDS  
-130 dBm  @ 10MHz 500 Hz BW 

 -145 dBc/Hz  @ 10kHz 

RSSI  2 dB  

RSSI  -140 dBm 

 20 kHz ~ 2 MHz 21  

10 Hz ~ 62.5 kHz 1Hz  

30 50 MHz 1.5kHz RBW 

DDC 2 MHz 1 Hz RBW 

62.5 kHz 1 Hz RBW 

16 kHz 1 Hz RBW 

ADC 16 100 MSPS 

 

@10 MHz  

AM 
-101 dBm (2.00 μV) 

@ 10 dB S+N/N, 30% 6 kHz BW 

SSB 
-116 dBm (0.35μV) 

@ 10 dB S+N/N 2.1 kHz BW 

CW 
-123 dBm (0.16 μV) 

@ 10 dB S+N/N 500 Hz BW 

FM 

-112 dBm (0.562 μV) 

@ 12 dB SINAD, 3 kHz 12 kHz BW

300~3000Hz -6 dB/oct  

 0.5 ppm  @ 25  

 2.5 ppm  (0 ~ 50 ) 

 
1.8 MHz 

 60dB 0.5 MHz 

 50� SMA  

 24  I&Q USB  

 USB 2.0  

 
11~13V @ 500 mA  

11~13V @ 45 mA   

 0~50  

 166 ( )  x 97  x 41 mm 

 430  
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DRM

    

    WR-G31DDC

 

    CSO          
    DRM         
    FSK          FSK
    VSC          “ ”

    CPU          2GHz
    RAM         1 GB 

          1 USB 2.0
   Windows XP / Vista / 7 / 8


